
All dimensions are in millimeters unless otherwise specified and only for reference subject to change.

1. Lubricate O-ring with a lubricant compatible with the O-ring material and the system fluid.
2. Finger-tighten the O-seal connector into the female port.
3. Hand-tighten until the O-ring squeezing on the face of the female port is felt.
4. Tighten slightly further with a wrench to completely compress the O-ring

Keep the O-seal body still during connecting or disconnecting.

Installation Instructions

O-seal Connectors

O-Seal Straight
Thread Connector
(previously DCOS-U)

DMC-UO

O-Seal Pipe
Thread Connector
(previously DCOP)

DMC-NO

Part No.
Tube O.D. Straight

Thread
T(U)

Width across flat

Min.in mm in mm in mm
D h H A B LE

Connects fractional tube to female Straight thread

DMC 2-2UO

DMC 3-3UO

DMC 4-4UO

DMC 5-5UO

DMC 6-6UO

DMC 8-8UO

DMC 12-12UO

DMC 16-16UO

1/8

3/16

1/4

5/16

3/8

1/2

3/4

1

3.17

4.76

6.35

7.93

9.52

12.70

19.05

25.40

5/16-20

3/8-24

7/16-20

1/2-20

9/16-18

3/4-16

1-1/16-12

1-5/16-12

2.28

3.04

4.82

6.35

7.11

10.41

15.74

22.35

9/16

5/8

3/4

7/8

15/16

1-1/8

1-1/2

1-3/4

14.28

15.87

19.05

22.22

23.81

28.57

38.10

44.45

7/16

1/2

9/16

5/8

11/16

7/8

1-1/8

1-1/2

11.11

12.70

14.28

15.87

17.46

22.22

28.58

38.10

12.70

13.71

15.24

16.25

16.76

22.86

24.38

31.24

15.24

16.00

17.78

18.54

19.30

21.84

21.84

26.41

26.16

27.68

30.98

33.27

35.05

35.81

42.16

45.97

8.63

9.65

10.41

11.17

11.93

11.93

14.22

14.22

32.76

34.29

38.35

40.64

42.41

45.97

52.32

58.16

-011

-012

-013

-112

-113

-116

-121

-125

O-Ring
Uniform

Size Number
1

Part No.
Tube O.D. Width across flat

*(NPT)in mm in mm in mm
D h H A B LT

Min.

E

Connects fractional tube to female NPT thread

DMC 2-2NO

DMC 4-2NO

DMC 4-4NO

DMC 6-4NO

DMC 6-6NO

DMC 6-8NO

DMC 8-8NO

1/8

1/4

1/4

3/8

3/8

3/8

1/2

3.17

6.35

6.35

9.52

9.52

9.52

12.70

1/8

1/8

1/4

1/4

3/8

1/2

1/2

2.28

4.82

4.82

7.11

7.11

7.11

10.41

3/4

3/4

15/16

15/16

1-1/8

1-5/16

1-5/16

19.05

19.05

23.81

23.81

28.58

33.33

33.33

7/16

9/16

9/16

11/16

11/16

11/16

7/8

11.11

14.28

14.28

17.46

17.46

17.46

22.22

12.70

15.24

15.24

16.76

16.76

16.76

22.86

15.24

17.78

17.78

19.30

19.30

19.30

21.84

26.16

27.68

30.98

32.51

34.03

39.62

39.62

7.11

7.11

9.65

9.65

10.41

13.46

13.46

32.76

35.05

38.35

39.87

41.40

46.99

49.78

-013

-013

-113

-113

-116

-118

-118

O-Ring
Uniform

Size Number
1




