Dk-Lok Tube Fittings

Positionable L
SAE Male Elbow L ———  n

DLS-UP

Connects fractional tube to SAE straight thread boss
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DLS 4-4UP 14 635 7/16-20 482 1/2 1270 916 1428 9/16 1428 1524 17.78 21.08 990 28.44 2844 16.51 -904
DLS5-5UP 516 7.93 1/2-20 584 9/16 1428 58 1587 58 1587 16.25 1854 2286 9.90 30.22 29.46 18.28 -905
DLS 6-6UP 38 952 91618 711 58 1587 11/16 17.46 11/16 17.46 16.76 19.30 24.63 11.17 32.00 32.25 20.06 -906
DLS 6-8UP 3/8 952 3/4-16 711 13116 20.64 11/16 1746 7/8 2222 16.76 19.30 27.43 1270 34.79 37.84 25.65 -908
DLS 8-8UP 12 1270 3/4-16 1041 13/16 20.64 7/8 2222 7/8 2222 2286 2184 2743 1270 37.59 37.84 25.65 -908
DLS 10-10UP 5/8 15.87 7/8-14 1270 1 2540 1 2540 1 2540 2438 21.84 29.46 1422 39.62 43.43 29.46 -910
DLS 12-12UP 3/4 19.05 1-1/16-12 15.74 1-1/16 26.98 1-1/8 28.57 1-1/4 31.75 2438 21.84 31.24 16.76 41.40 48.76 36.57 -912
DLS 14-14UP 7/8 22.22 1-3/16-12 1828 1-1/4 31.75 1-1/4 31.75 1-3/8 34.92 2590 21.84 33.02 16.76 43.18 50.54 40.38 -914
DLS16-16UP 1 2540 1-5/16-12 22.35 1-3/8 34.92 1-1/2 3810 1-1/2 3810 31.24 26.41 38.35 16.76 50.54 53.59 43.94 -916
DLS 20-20UP 1-1/4 31.75 1-5/8-12 27.68 1-11/16 42.76 1-7/8 47.63 1-7/8 47.63 41.14 38.86 4572 16.76 67.81 58.16 54.86 -920
DLS 24-24UP 1-1/2 38.10 1-7/8-12 34.03 2 5080 2-1/4 57.15 2-1/8 53.98 50.03 4521 50.80 16.76 77.97 60.45 62.23 -924
DLS32-32UP 2 50.80 2-1/2-12 4597 2-3/4 6985 3 76.20 2-3/4 69.85 67.56 62.73 69.85 16.76 107.18 71.62 80.26 -932

Installation Instructions

SAE and ISO parallel Thread Fittings

Lock nut
Metal back-up
washer

O-ring

SR

1. Lubricate O-ring with a lubricant compatible with the O-ring material and the system fluid.
2. Back the locknut out.
3. Finger-tighten the fitting into the straight thread boss until the metal backup washer contacts the face of the boss.
4. Position the fitting by backing it out until the fitting end is positioned in the desired direction.
@ No more than one turn backing out.
5. Hold the fitting in the direction and wrench-tighten the locknut until the washer contacts the face of the boss.

All dimensions are in millimeters unless otherwise specified and only for reference subject to change. B4 ok Tech Corporation






