
All dimensions are in millimeters unless otherwise specified and only for reference subject to change.

Connects to female NPT thread
Vent Protector

DMD
Min. in mm
E

NPT
T H

L L1Part No.

1/4
3/8
1/2
3/4

7.11
10.40
12.70
16.00

9/16
11/16
7/8

1-1/16

15.87
17.46
23.81
26.98

20.57
20.57
26.92
28.70

14.22
14.22
19.05
19.05

DMD-4N
DMD-6N
DMD-8N
DMD-12N

Construction with bored-through pipe plug and stainless steel 40 x 40
mesh, 0.010 in. diameter.

Dk-Lok vent protector known as bug protector protects foreign particles
like insects or debris from entering open ends of instruments or outlet
vents.

Part No.
Tube O.D. Width across flat

in mm in mm in mm

D h H A B
Straight
Thread

T(U)
E

DPCM 4-1U-S

DPCM 4-2U-S

1/4

1/4

6.35

6.35

1/4-28

5/16-24

4.8

4.8

Min.
E1

1.5

1.5

1/2

1/2

12.7

12.7

9/16

9/16

14.28

14.28

15.24

15.24

17.78

17.78

L

43.08

59.23

L1

19.90

35.75

Calibration
Fittings

DPCM
DP Transmitter Calibration fittings
Dk-Lok Calibration fitting connects directly to the bleed port of a differential pressure transmitter. This helps simplify
the calibration process. Two sizes of threads are available to fit the vent port of Yokogawa/Rosemount, and
Honeywell differential pressure transmitters. The conical metal-to-metal sealing face on the straight thread requires no
PTFE tape.

2U thread calibration fitting for 1U thread calibration fitting for
Yokogawa/Rosemount DP transmitters Honeywell DP transmitters




